


INSTRUCTIONS FOR:

CIRCUIT BREAKER / CONTROL BOXES 12-18 MODULE

Insert key into lock and 

hold in a vertical position

Remove plastic plug.

Insert lock into hole.

Insert key into lock and 

hold in a vertical position

Remove plastic plug.

Insert lock into hole.

Insert key into lock and 

hold in a vertical position

Remove plastic plug.

Note: Flat Guide

Insert lock into hole.

Insert key into lock and 

hold in a vertical position

Hold key & latch in vertical position.

Remove plastic plug.

Note: Flat Guide

Insert lock into hole.

Insert key into lock and 

hold in a vertical position

Affix lock with the 

large lock ring using 

wrench.

Screw the gold nut 

tight using special tool.

Hold key & latch in vertical position.

Remove plastic plug.

Note: Flat Guide

Insert lock into hole.

Insert key into lock and 

hold in a vertical position

Affix lock with the 

large lock ring using 

wrench.

Screw the gold nut 

tight using special tool.

Hold key & latch in vertical position.

To open turn key 

counter clockwise

Align and press 

into place.

Black 

Latching 

Plate

Remove plastic plug.

Note: Flat Guide

Screw 

into 

Provided

Insert lock into hole.

Insert key into lock and 

hold in a vertical position

Affix lock with the 

large lock ring using 

wrench.

Screw the gold nut 

tight using special tool.

Hold key & latch in vertical position.

To open turn key 

counter clockwise

Align and press 

into place.

Black 

Latching 

Plate

Remove plastic plug.

Note: Flat Guide

Screw 

into 

place

Provided

Insert lock into hole.

Insert key into lock and 

hold in a vertical position

Affix lock with the 

large lock ring using 

wrench.

Screw the gold nut 

tight using special tool.

Hold key & latch in vertical position.

To open turn key 

counter clockwise

Align and press 

into place.

Black 

Latching 

Plate

Remove plastic plug.

Note: Flat Guide

Screw 

into 

place

Provided




