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Open Style 40 Amp Power Relay

199 SPST-NO-DM Part Number 199ADX-4| 199AX-9 | 199X-8 50-1289-1
I Se— Coil Voltage 120VAC 120VAC 24VDC
4% 2.18 MAX| Contacts SPST-NO | DPST-NO | DPST-NO
e [ T 1 Load Ratings < 300VAC,  40A 40A 40a__|Optional universal
mount metal
H"LFH iy -I @480VAC 5A 5A SA protection cover
e E
- (}g;) . o P i @G.OOVAC 5A 5A 5A
2.50 MAX. 243 MAX. Coil Resistance 1700Q 120mA 250mA
9 e Price $15 | $18.50 | $18.50 [3
1 99 DPST-NO Optional Cover/Junction Box:
4 . 50-1289-1
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Part Number Contact Rating <l Contacts (.:0" Dimensions Price
Voltage Resistance,
* Flag indicator shows relay status in manual or 388JXBXC1M-120A 20A@240VAC 120VAC | DPDT 22500 $11.50
powered condition 388JXBXC1M-24D 20A@28VDC 24VDC DPDT 470Q 1531 x 1.40°W x 2.90°H $11
* Pushbutton for manual operation of relay without 388JXCXC1M-120A 16A@240VAC | 120VAC | 3PDT 17000 ’ ) ’ 313
388JXCXC1M-24D 20A@28VDC 24VDC 3PDT 470Q $12.50

coil power
 Operating Temperature: -30°C to 50°C

.187 QUICK CONNECTS

711 Latchmg Impulse Relay S\ NDICATING LEDS

e The 711 Impulse Sequencing relay is I T
g H CON‘ACT CLOSP

784 O 936 1.40
(35.6)

. :WE" an alternating relay used for load
T sharing or toggling ON/OFF of the load.

i '"'-H""'d Unidirectional momentary pulses cause

L
B rr the contacts to transfer from one side to
} C ] i i I
e, the other. There is no need to redirect e 154
,i:ﬂ,ﬁhﬂ* the polarity of the input in order to | (668) ©91)
| EE ol change and maintain states. - Coil Coil -
|{-"‘ .:.: | « LED Indication of output status Part Number Contact Rating Voltage Contacts Resistance Price
R e “@“5 « Standard blade style socket mounting 711XBXCL-24D 12A@240VAC | 24VDC | DPDT 57000 |$18.50
"'--..,‘I [ +12A, DPDT output contacts 711XBXCL-120A 12A@28VDC 120VAC | DPDT 2200 [$19.50)
: e s - . o
v « Operating Temperature: -40°C to 55°C
o

FREE Ground Shipping!* o shi I L A®
@ for online orders over $500 o075 FCIC"OrYMC“'IOn
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Interface PCB Relays A full featured model in one small  Low input current, high switching
I I I ® package capabilities
‘ re nn S.A. The P184/PI185 interface PCB relays are The PI184 interface PCB relay rated at 8
from offered as a complete package which amps resistive @250VAC and available in a
m includes the following five factory installed DPDT (2 form-C contacts). The PI85 rated
sg pieces: at 16 amps resistive @250VAC and
1. PCB relay available in a SPDT (1 form-C contact). The
@' 2. Relay socket coil power consumption is approximately
3. LED position indicator 750mW AC or 480mW DC.
c € 4. Retainer clip
5

. Description plate

Socket GZT80 Relay RM85 Retainer clip P|84 P | 85

Relpol Interface PCB Relay comes

completely assembled _ Module 22 12 NC 22 12 22 12 NC 22 12
21 1 COM || 21 11 21 1 COM || 21 11
24 14 NO 24 14 24 14 NO 24 14

The Relpol P184/P185 Interface PCB Relays
offer a unique design for high current
applications. The low current input and
power consumption with load capabilities of
high current switching is ideal for limited
input sources and panel space savings.

* DIN-rail mount narrow profile saves panel space
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* 24V DC and 120V AC models bc AC DC AC
* SPDT and DPDT models
« Contacts rated @ 20 million cycles _ _
Part Number Contact Rating Vgtoal Ige Contacts Resic.e:::nce Price R;g';c;::;' Price
P184-24DC-M41G 8A@250VAC 24VDC DPDT 1,4400 $9 |RM84-2012-25-1024 $5
P184-120AC-M93G 8A@24VDC 120VAC DPDT 10,200Q $10 |RM84-2012-25-5120 $5
P185-24DC-M41G 16A@250VAC 24VDC SPDT 1,4400 $9 |RM85-2011-25-1024 $5
P185-120AC-M93G 16A@24VDC 120VAC SPDT 10,200Q $10 |RM85-2011-25-5120 $5
Te rmi I'Ial B I (1] 5 k Re I avs Part Number CR‘::it:;t Vcﬁ:: ;e Contacts Conzz‘:vn?tion Price R;g';‘::::;t Price
Wy 42. relnnl ®  [pPIR6W-1P-12VDC 12V DC SPDT 0.35W $10 |RM699V-3011-85-1012 | $5
- Sy #-. *A ' PIR6W-1P-24VDC 6A@230VAC| 24V DC SPDT 0.35W %9 |RM699V-3011-85-1024 | $5
L,_‘-:':-. i ; ™, from PIR6W-1P-24VAC/DC | 6A@24VDC | o4y AC/DC | SPDT 0.4VA/04W | $10 |RM699V-3011-85-1024 | $5
ol T ] ':-*f‘F,_ o PIR6W-1P-115VAC/DC 115V AC/DC | SPDT 1.0VA/1.0W | $10 |RM699V-3011-85-1024 | $5
~ e - 5 B
} m"‘t‘{{ L] ' Z2G20-1 20-Way Jumper, can be cut to required length, 36A max per jumper, RED $3
ek '!ﬁ.;_,_ i l Z2G20-2 20-Way Jumper, can be cut to required length, 36A max per jumper, BLACK $3
_'. E 5 _'L"_,l*r:_‘_.\} | |r |_ ,'.. "i& Z2G20-3 20-Way Jumper, can be cut to required length, 36A max per jumper, BLUE $3
il Joh S ! "

\ﬁ . .| i Wiring Dimensions
< I o PIR6W-1P-12VDC P
+

52 ! . PIR6W-1P-24VDC f i
s c E i u H +A1 12 ° ! I
H‘.' ? ‘L_OM Alo : ¢ o1 D
' ;11 o 3 E
At only 6.2mm wide, the PIR6W Series A2 o—3 5 ° ° o O
Terminal Block Relays are perfect for s o — =
applications requiring high-density PIRGW-1P-24VAC/DC T y =
interposing relays. The PIR6W slim i o i‘
interface relays are offered as a complete = = o -
package with the following features: 98,840.2
 Changeover relay, rated load 6 A / 230 V (ACI)
« Slim DIN-rail mount socket with built-in LED ® Dimensions in mm

position indicator
* Description plate Connection Diagram
 Optional jumpers available for bridging outputs or ~ 112 A2 Al

14
inputs. and greatly reducing wiring time N e=sc=s1 |?_ ?_B_?l

+A10

No Games, No Gimmicks...

To order call 1.800.972.0436 or visit factorymation.com ' Just Great Products at Great Prices!!!



